Power installation accessories SAZ

LUKA

YOUR SAFE CONNECTION

Earthing tapes

Earthing tapes
with solderless pressed
contact areas

The earthing tapes consist of tin-plated copper single wires with @ 0.15 - 0.2 mm, which cross each
other. The result is a very flexible electrical conductor. As the strands cross each other, a close
cohesion of the braiding is guaranteed even under static or dynamic load. The strands of FCB copper
strips are either pressed or pressure-welded at the connecting surfaces with copper sleeves under
high pressure.

Other designs on request.

10/100 10 65 A 100 6,5
10/150 10 150 6,5
10/200 10 200 6,5
10/300 10 300 6,5
16/100 16 96 A 100 8,5
16/150 16 150 8,5
16/200 16 200 8,5
16/300 16 300 8,5
25/100 25 145 A 100 10,5
25/150 25 150 10,5
25/200 25 200 10,5
25/300 25 300 10,5
30/100 30 160 A 100 10,5
30/150 30 150 10,5
30/200 30 200 10,5
30/300 30 300 10,5
40/100 40 185 A 100 10,5
40/150 40 150 10,5
40/200 40 200 10,5
40/300 40 300 10,5
50/100 50 222 A 100 10,5
50/150 50 150 10,5
50/200 50 200 10,5
50/300 50 300 10,5




